
Gewindeeinsätze 
Typ 336 / 345 (H-Sert)

Threaded inserts Type 
336 / 345 (H-Sert)



Generelle Information 
Die Gewindeeinsätze dienen als selbstschneidende Gewindeeinsätze in Thermoplasten. Auch für glasfaserver-
stärkende Kunststoffe oder Duroplasten sind sie verwendbar. In gebohrten und geformten Löchern einsetzbar, 
die die Einbettung in den Grundwerkstoff garantieren. Größen existieren von M2,5 bis M10. 

Material / Toleranz / Gewinde / Anwendungsbereich
Material:
Messing

Toleranz:
ISO 2768-m

Gewinde:
Innengewinde ISO 6H, UN 2B; 
metrisches Außengewinde

Anwendungsbereich: 
Thermoplasten, glasfaserverstär-
kende Kunststoffe, Duroplasten

General Information 
These threaded inserts are suitable for use as self-tapping threaded inserts in thermoplastics, fiberglass, and 
thermosets. They can be used in tapped or molded holes with a secure connection with the base material. 
Available sizes range from M2.5 to M10. Headless inserts present the advantage of allowing insertion from 
either side.

Material / tolerances / thread / Area of application
Material
Brass

Tolerances:
ISO 2768-m

Area of ​​application: 
Thermoplastics, fiberglass, 
thermosets

Thread:
Internal thread ISO 6H, UN 2B; 
external thread metric



Artikel-Nr. Innengewinde Länge Außengewinde Kopfdurchmesser Kopfdicke

Article-No. Internal thread Llength External thread Head diameter Head thickness

d1 l d2 P d3 T

66965 M2,5 4,00
± 0,20

4,33 1,06 6,35 0,60

66956 M2,5 5,25 4,33 1,06 6,35 0,60

66967 M3 4,00
± 0,20

4,73 1,06 7,10 0,75

66958 M3 5,25 4,73 1,06 7,10 0,75

66966 M3,5 5,00
± 0,20

5,52 1,15 8,30 0,75

66957 M3,5 6,20 5,52 1,15 8,30 0,75

66968 M4 5,60
± 0,20

6,31 1,27 8,70 0,75

66959 M4 7,10 6,31 1,27 8,70 0,75

66969 M5 6,40
± 0,25

7,50 1,41 11,10 0,90

66960 M5 8,40 7,50 1,41 11,10 0,90

66970 M6 7,90
± 0,25

8,69 1,59 12,00 1,00

66961 M6 9,80 8,69 1,59 12,00 1,00

66971 M8 7,50
± 0,30

11,06 1,95 14,30 1,25

66962 M8 12,40 11,06 1,95 14,30 1,25

66402 M10 12,00
± 0,30

13,95 1,95 18,00 1,50

66955 M10 16,00 13,95 1,95 18,00 1,50

Gewindeeinsätze Typ 336 / 345 (H-Sert)
Messing

Threaded inserts Type 336 / 345 (H-Sert)
Brass


